
COB 11W LED STRIP

This medium power LED strip is ideal for producing uniform dot-free 
lighting for a variety of indoor as well as outdoor applications and come in 
two colour temperatures

FEATURES AND BENEFITS: APPLICATION:
Constant 24V DC input

3M double coated tape for quick installation

CRI 90 as standard for better colour appearance

Excellent heat dissipation

Can be supplied in 5m reels or cut to size

SDCM 3 for colour consistency

IP65 option for humid locations.

•

•

•
•

•
•

•

Indoor/Outdoor lighting

Feature/Accent lighting

Shelf, under-cabinet and cove lighting
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Cutting Unit: 62.5mm
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SPECIFICATION: 

ADR002

ADR004

ADR006

ADR008
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N/A

N/A

ADR006D

ADR008D
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N/A

N/A

ADR006DA

ADR008DA

ADR010DA

LED Strip 
Length

Dimmable 
Drivers

DALI DriversNon-dimmable
Drivers

RECOMMENDED DRIVERS (IP67):

Single-Ended Supply (for strip length up to 10m

Double-Ended Supply (for strip length up to 20m

IP20 IP65

Item Code

Colour temperature

Max. Power

Input

CRI

Cutting increment

LED/m

Width

Lumen Output

Beam Angle

Lifetime (rated)

Operating temperature

Warranty

STR150

3000K

935

STR151

4000K

1045

STR152

3000K

935

STR153

4000K

1045

11W

24DC

90

62.5mm

512LEDs

8mm

120

36,000Hrs to L70

0

5 years

Less than 1.5m

Less than 3m

Less than 4.5m

Less than 7.5m

Less than 10m

ADR010

ADR012

ADR016

ADR010D

ADR012D

ADR016D

ADR010DA

ADR012DA

ADR016DA

Less than 11m

Less than 14m

Less than 20m


